
OUTPUTS:
THE OUTPUT  END OF CABLE /

FROM CONTROLLER OR THE END OF A STRING

VIVID STANDARDS
WEATHERPACK CONNECTORS

WEATHERPACK CRIMPS:
CONDUCTOR SPLIT: 40mm / 1.5"

WIRE:  5mm / .20"

FULL SIZE STRIP GAUGE

NOTES:
VIVID HAS IMPLEMENTED THE WEATHERPACK
CONNECTORS BASED ON HOW THEY LOOK AND
FUNCTION, WHICH IS IN REVERSE TO THE FACTORY
NAMES NOTED. TO OUR EYE, THE FACTORY NAMED
"FEMALE BODY" (HOUSING/SHROUD) LOOKS LIKE A
MALE CONNECTOR AND VICE VERSA.

THE CRIMPS ARE "REVERSED" AS WELL BECAUSE
USING MALE PINS IN THE FEMALE BODY WAS SHOWN
TO DAMAGE THE PINS MORE FREQUENTLY DUE TO
MIS-ALIGNMENT.

FOR CABLES WITHOUT CLEAR MARKINGS, THE VIVID
STANDARD IS 'RIDGED IS RED', OR RIDGED IS V+

CAVITY ORDER:
A: GROUND
B: DATA
C: V+

SYSTEM COLORS:
MAROON LABELS FOR 12V

DEEP BLUE LABELS FOR 24V

SIZES:
VIVID WIRE USES

14-16 AWG CRIMPS
WITH BLUE CABLE SEALS

IT IS POSSIBLE TO CROSS-PLUG 12 & 24 VOLT SYSTEMS.
 PLEASE BE SURE TO MARK CABLES CLEARLY!

INPUTS:
THE INPUT  END OF CABLE /
AT THE START OF A STRING

1.500"
38.1mmD

AT
A

0.200"
5.1mm

MALE BODY WITH MALE PINS FEMALE BODY WITH FEMALE PINS


